SOTEN LIGHTING LTD.

®
www.soten.hk
. Email:info@soten.hk
Tel:+86 750 3778811 Fax:+86 750 3778800

Address:Jin OU Road,JiangMen Gity,GuangDong,China

SOTEN

LumCAT: D1040
Luminaire: 2-1420-EF

Report No: Voltage(V): 220.7000

Test No: Current(A): 0.0710

LampCAT: Lumileds-1203-3090-F Power (W): 14.8200

Lamp flux(Im): 1542.0 PF: 0.9370

Number of Lamps: 1 Ballast type: PHILIPS CertaDrive 15W 0.3A 40V LPF 1230
Length(mm): 80 Width(mm): 80

Phm Type: C Height(mm): 68

Photometric Results

Lumens(Im): 1262.33

Efficiency(%): 81.86%

Lumens(lm)/Power(W): 85.18

Central intensity(cd): 2628.100

Maximum intensity(cd): 2628.100

Angle of maximum intensity: C=0.0 y=0.0

Beam Angle(50%Imax): [C0/180]Total=35.8
[C90/270]Total=35.8

Field angle(10%Imax): [C0/180]Total=68.7
[C90/270]Total=68.7

Maximum s/h(1/2): CO_180=0.60 C90 270=0.60

Maximum s/h(1/4): CO_180=0.86 C90 270=0.64

Up flux rate of lamp(%): 0.00%

Down flux rate of lamp(%): 81.86%

Up flux rate of LUM(%): - -

Down flux rate of LUM(%): 100.00%

CIE Type : Direct lighting

Output flux ratio in © solid angle : 98.059%

Equipment: GMS 1800 Date: 2022/1/22 Operator: New
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 6.81



SOTEN D1040

Zonal flux distribution table
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v(®) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)

0.0 2628.100 .000 .000 .000% .000%
5.0 2524.342 61.596 61.596 3.995% 3.995%
10.0 2177.430 168.197 229.793 10.908% 14.902%
15.0 1657.063 227.460 457.253 14.751% 29.653%
20.0 1068.437 224.620 681.872 14.567% 44.220%
25.0 782.128 194.090 875.962 12.587% 56.807%
30.0 468.627 158.284 1034.246 10.265% 67.072%
35.0 232.110 103.188 1137.435 6.692% 73.764%
40.0 96.519 54.829 1192.264 3.556% 77.319%
45.0 25.197 22.537 1214.801 1.462% 78.781%
50.0 19.350 9.001 1223.802 .584% 79.365%
55.0 15.174 7.507 1231.309 487% 79.851%
60.0 13.039 6.521 1237.830 423% 80.274%
65.0 11.926 6.069 1243.899 .394% 80.668%
70.0 10.487 5.675 1249.574 .368% 81.036%
75.0 8.492 4.961 1254.535 322% 81.358%
80.0 6.032 3.886 1258.422 .252% 81.610%
85.0 3.480 2.585 1261.006 .168% 81.777%
90.0 1.346 1.321 1262.328 .086% 81.863%

Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22
Humidity(%): 60.0%

Operator: New
Distance(m): 6.81




SOTEN D1040

Zonal flux distribution table

Zone
0-30
0-40
0-60
0-90
0-120
0-180
60-90
90-120
90-130
90-150
90-180
0-29.23

ZONAL LUMEN SUMMARY
Lumens %Lamp
1034.25 67.07%
1192.26 77.32%
1237.83 80.27%
1261.01 81.78%
1261.01 81.78%
1262.33 81.86%
29.70 1.93%
0.00 0.00%
0.00 0.00%
0.00 0.00%
0.00 0.00%
1009.86 65.49%

ZONAL LUMEN SUMMARY
0-10 229.79
10-20 452.08
20-30 352.37
30-40 158.02
40-50 31.54
50-60 14.03
60-70 11.74
70-80 8.85
80-90 2.58
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00

Page: 3 Total:15

%Fixt
81.93%
94.45%
98.06%
99.90%
99.90%
100.00%
2.35%
0.00%
0.00%
0.00%
0.00%
80.00%

Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22
Humidity(%): 60.0%

Operator: New
Distance(m): 6.81



SOTEN D1040

Light Distribution Curve [Unit:cd] Page: 4 Total:15

+180°

90°

2628.10

2102.48 / \
1576.86 / \
1051.24 / \

525.62

0.00 -I80°  -135°  -90° ~45° 0° 45 90° 135° 180°
CO(Max):
C0/C180:
C90/C270:

Field angle(10%Imax):C0/180Left:34.4 Right:34.4
:C90/270Left:34.4 Right:34.4

Beam Angle(50%Imax):C0/180Left:17.9 Right:17.9
:C90/270Left:17.9 Right:17.9

Equipment: GMS 1800 Date: 2022/1/22 Operator: New
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 6.81



SOTEN D1040

Lux distance Curve
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10512.4 , 8559.8 Ix A 33.18cm
0.5m

2628.1,2140.0 1x [1 66.35cm
1.0m

1168.0 , 951.1 Ix m 99.53cm
1.5m

657.0 , 535.0 Ix [—/\ 132.71cm
2.0m
L5 | 4205.34241x [\ 165.89cm
3 om292.0, 237.8 Ix % 199.06cm

214.5,174.7 Ix M 232.24cm
3.5m

164.3,133.7 Ix M 265.42cm
4.0m

129.8,105.7 Ix >C>< 298.59¢cm
4.5m

105.1 , 85.6 Ix | 331.77cm
5.0m

86.9 ,70.7 Ix ><>< 364.95cm
5.5m

73.0., 59.4 Ix p——"=< 398.13cm

Max , Ave Beam angle of COplane36.71

Equipment: GMS 1800 Date: 2022/1/22 Operator: New

Temperature(°C): 25.0 Humidity(%): 60.0%

Distance(m): 6.81




SOTEN D1040

ISO-Intensity(V-H)
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-90° -75° -60°

(10%Imax) 262.81
(20%Imax) 525.62
(30%Imax) 788.43
(40%Imax) 1051.24
(50%Imax) 1314.05
(60%Imax) 1576.86
(70%Imax) 1839.67
(80%Imax) 2102.48
(90%Imax) 2365.29
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Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22
Humidity(%): 60.0%

Operator: New
Distance(m): 6.81



SOTEN D1040

ISO candela diagram on circular web Page: 7 Total:15

180°

90°

OO

House [Unit:cd] Road
Imax:2628.10

(10%Imax) 262.81

(20%Imax) 525.62

(30%Imax) 788.43

(40%Imax) 1051.24
(50%Imax) 1314.05
(60%Imax) 1576.86
(70%Imax) 1839.67
(80%Imax) 2102.48
(90%Imax) 2365.29

Equipment: GMS 1800 Date: 2022/1/22 Operator: New
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 6.81



SOTEN D1040

ISO illuminance diagram
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5.00d/h

[Unit:I§] H=6.0m Emax:73.00 q 180°

4.00

3.00

2.00

1.00

0.0 C 27( @--—)) C90°
1.00

2.00

3.00

4.00

5.00d/h qo°

5.00d/h 4.00 3.00 2.00 1.00 0.00 1.00 2.00 3.00 4.00 5.00d/h

(10%Emax) 7.300278
(20%Emax) 14.60053
(30%Emax) 21.90081
(40%Emax) 29.20111
(50%Emax) 36.50139
(60%Emax) 43.80167
(70%Emax) 51.10194
(80%Emax) 58.40222
(90%Emax) 65.7025

Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22

Humidity(%): 60.0%

Operator: New
Distance(m): 6.81



SOTEN D1040

Space ISO Lux diagram Page: 9 Total:15
1 Imax:2628.1 [Unit:1x]
262.81
20 52562
~ 788.43
1051.24
1314.05
1576.86
1839.67
2102.48
40T 7365729
6[0r
8[orm
1p-0m
0.0m 1.0m 2.0m 3.0m 4.0m 5.0m 6.0m 7.0m 8.0m 9.0m
Equipment: GMS 1800 Date: 2022/1/22 Operator: New

Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 6.81



SOTEN D1040

Luminance Limitting Curve(no luminous side)

Luminance Table
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Y 45 50 55 60 65 70 75 80 85
Co 3010 2337 1867 1648 1562 1436 1229 933 582
C45 2528 1934 1522 1322 1232 1113 934 694 423
C90 3010 2337 1867 1648 1562 1436 1229 933 582
LI#(65) |LY(65) |L45(65) LI(75)  |LY(75) | L45(75) LI#(85) |LY(85) |L45(85)
4409 4409 4409 5127 5127 5127 6239 6239 6239
Glare Table
Glare Quality Service Values Illuminance(lx)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e f g h
Luminance Limitting Curve
7(®)
35 a b c e f g
™~ T8 (a/hs)
\\\ To
75 ™ 4
I~ \
\ \\\\ \--3
\ '\
65 <
T2
5 \ \
\\
\ \
45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3 4
L(cd/m?)
Co C45 — C90 —

Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22

Humidity(%):

60.0%

Operator: New
Distance(m): 6.81



SOTEN D1040

UGR Glare
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[lluminatin assessment acconding UGR

Rf of Ceiling 70 70 50 50 30 70 70 50 50 30
Rf of Wall 50 30 50 30 30 50 30 50 30 30
Rf of Floor 20 20 20 20 20 20 20 20 20 20
Room dimensions Viewed crosswise Viewed endwise
X Y
2H 2H 7.1 7.9 7.4 8.1 8.3 7.1 7.9 7.4 8.1 8.3
3H 7.3 8.0 7.6 8.2 8.5 7.3 8.0 7.6 8.2 8.5
4H 7.3 7.9 7.6 8.2 8.5 7.3 7.9 7.6 8.2 8.5
6H 7.5 8.1 7.8 8.4 8.7 7.5 8.1 7.8 8.4 8.7
8H 7.6 8.2 7.9 8.5 8.8 7.6 8.2 7.9 8.5 8.8
12H 7.4 7.9 7.8 8.2 8.6 7.4 7.9 7.8 8.2 8.6
4H 2H 6.9 7.5 7.2 7.8 8.1 6.9 7.5 7.2 7.8 8.1
3H 7.2 7.6 7.6 8.0 8.4 7.2 7.6 7.6 8.0 8.4
4H 7.5 7.9 7.9 8.3 8.7 7.5 7.9 7.9 8.3 8.7
6H 7.8 8.2 8.2 8.6 9.0 7.8 8.2 8.2 8.6 9.0
8H 7.7 7.9 8.1 8.4 8.9 7.7 7.9 8.1 8.4 8.9
12H 7.7 8.0 8.2 8.5 9.0 7.7 8.0 8.2 8.5 9.0
8H 4H 7.4 7.6 7.9 8.1 8.6 7.4 7.6 7.9 8.1 8.6
6H 7.8 8.0 8.3 8.5 9.0 7.8 8.0 8.3 8.5 9.0
8H 7.9 8.2 8.4 8.7 9.2 7.9 8.2 8.4 8.7 9.2
12H 8.1 8.3 8.6 8.8 9.3 8.1 8.3 8.6 8.8 9.3
12H 4H 7.4 7.7 7.9 8.1 8.6 7.4 7.7 7.9 8.1 8.6
6H 7.8 8.1 8.3 8.5 9.0 7.8 8.1 8.3 8.5 9.0
8H 8.0 8.3 8.5 8.7 9.2 8.0 8.3 8.5 8.7 9.2
Variation with the observer position at spacings:
S=1.0H 4.6/-4.2 4.6/-4.2
S=1.5H 6.8/-3.7 6.8/-3.7
S=2.0H 8.6/-3.4 8.6/-3.4
Standard tables: BK2 BK2
Uncorrected UGR -5.0 -5.0
Equipment: GMS 1800 Date: 2022/1/22 Operator: New

Temperature(°C): 25.0 Humidity(%): 60.0%

Distance(m): 6.81




SOTEN D1040

Budgetary Estimate Table
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Budgetary Estimate Tab
40[Lamp Flux | 1542.0 Im
Maint Co |0.8/0.8
30 Ave Ilu 100.0 1x
Plane H 00m
Place C W |F
20/ Refll 0.7 (0.5 |02
Refl2 —10.5 103 0.2
[N] /
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; 7
8 Vg g
: a2y
5 g
2
/ .":."' 4 ‘:':"."
Gt i
| il
1 3 4 5 6 78910 20 40 60 80 100 200 400 600 800
S[m2]
Equipment: GMS 1800 Date: 2022/1/22 Operator: New

Temperature(°C): 25.0

Humidity(%): 60.0% Distance(m): 6.81




SOTEN D1040

Utilization factor table for indoor luminaire
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RHOC( 80 70 50 30 10

RHOW| 50 [ 30 [ 10 [ 50 [ 30 [ 10 [ 50 [30 [ 10 [50 [30 [10 {50 |30 ]r1o

RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU

0 (097 [097 J0.97 [0.95 095 [095 [oo1 [091 091 [os7 [0.87 [0.87 [0.84 o84 [o.84 [0.82
1 Joor Joso Jo87 Jo.89 Jo.ss Jo.ss [0 [oss [083 [083 Jos2 Jo81 Jo.80 [o.79 Jo78 Jo77
2 Joss [o82 Joso Jos4 [o0s1 [079 [os1 [079 Jo.77 Jo.79 Jo.77 Jo75 Jo77 Jo7s Jo74 o3
3 |oso [077 Jo74 [079 [076 [073 Jo77 [074 072 075 Jo73 [o71 [0.73 {071 o070 [o.68
4 o6 [072 Joeo Jo7s {071 [oes [0.73 070 [o.67 Jo.72 Jo.69 Jo.67 Jo70 Joes o6 [os6s
s o072 Joes o064 [071 [o67 [o.64 [0.70 Jo.66 [0.64 Jo.68 Jo.65 [0.63 [0.67 (065 [0.62 [0.61
6 o6s [o64 Joe1 Joes {063 [060 [0.66 [0.63 [o.60 Jo.6s Jo.62 Joo Jo.e4 Jos1 Joso [oss
7 Joes Joer o057 {064 [o60 [0.57 Jo.63 Jo.60 Jo.57 Jos2 Joso Jos7 [os2 o059 [os6 [o.55
8 Jo62 Jos8 [oss {061 [057 os4 o1 [o.57 Jos4 Joso Jose Josa {050 {056 054 [o.53
9 Jos9 oss Jos2 [oso Joss Jos2 Joss [os4 Jos2 Jos7 Jos4 [os2 os7 Jossa Josi Joso
10 Jos7 Jos2 Joso Jose Jos2 Joso Jose Jos2 [o49 [o0ss Jos2 49 Joss Josi Joao Joas

Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22

Humidity(%): 60.0%

Operator: New
Distance(m): 6.81




SOTEN D1040

Coefficient Utilization Curve

100%
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Equipment: GMS 1800
Temperature(°C): 25.0

Date: 2022/1/22

Humidity(%): 60.0%

Operator: New
Distance(m): 6.81



SOTEN D1040

Intensity data(cd) Page: 15 Total:15
che) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0

0.0 2628.10 2524.34 217743 1657.06 1068.44 78213  468.63  232.11  96.52
45.0 2628.10 2524.34 217743 1657.06 1068.44 78213  468.63  232.11  96.52
90.0 2628.10 2524.34 217743 1657.06 1068.44 782.13  468.63  232.11  96.52

135.0 2628.10 252434 2177.43 1657.06 1068.44 782.13 468.63 232.11 96.52
180.0 2628.10 252434 2177.43 1657.06 1068.44 782.13 468.63 232.11 96.52
225.0 2628.10 252434 2177.43 1657.06 1068.44 782.13 468.63 232.11 96.52
270.0 2628.10 252434 2177.43 1657.06 1068.44 782.13 468.63 232.11 96.52
315.0 2628.10 252434 2177.43 1657.06 1068.44 782.13 468.63 232.11 96.52
360.0 2628.10 252434 217743 1657.06 1068.44 782.13 468.63 232.11 96.52

Chy(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
45.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
90.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
135.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
180.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
225.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
270.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
315.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
360.0 25.20 19.35 15.17 13.04 11.93 10.49 8.49 6.03 3.48
Chy(°) 90.0

0.0 1.35

45.0 1.35

90.0 1.35

135.0 1.35

180.0 1.35

225.0 1.35

270.0 1.35

315.0 1.35

360.0 1.35

Equipment: GMS 1800 Date: 2022/1/22 Operator: New

Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 6.81



